
Incasso LED calpestabile per 
installazione a pavimento.

Walk over recessed LED luminaire for 
ground installation.

Encastré LED passage piéton pour 
installation au sol.

Begehbare LED-Einbauleuchte für 
Boden- installation.

LED SEOUL P5II full color. SEOUL P5II full color LED. LED SEOUL P5II full color. SEOUL P5II full color LED.

Life time 50.000h (rendimento 70%). Life time 50.000h (70% lumen maintenance). Durée de vie 50.000h (rendement 70%). Lebensdauer 50.000h (Lichtstrom 70%).

Anello in acciaio AISI 316L. Corpo in 
alluminio anodizzato.
Vetro temperato. Lente in PMMA.

AISI 316L stainless steel ring. Body in 
black anodized aluminium.
Tempered glass. PMMA lens.

Anneau extérieur en acier AISI 316L. 
Corps en aluminium anodisé. Diffuseur en 
verre trempé. Lentilles en PMMA.

Ring aus Edelstahl AISI 316. Gehäuse aus 
eloxiertem Aluminium.
Gehärtetes Glas. PMMA-Linse.

Cavo in neoprene H05RN-F 5x0,35mm2 di 1m. Neoprene H05RN-F 5x0,35mm2 cable of 1m. Câble en néoprène H05RN-F 5x0,35mm2 de 
1m. Neopren-Kabel H05RN-F 5x0,35mm2 -1m.

Il collegamento di più apparecchi ad un 
solo alimentatore va effettuato in 
parallelo.

In case more fittings have to be con-
nected to one power supply, connect them 
in parallel.

Il est possible de brancher en parallèle 
plusieurs appareils sur la même 
alimentation.

Mehrere LED-Leuchten sollten 
parallelgeschalten werden.

Alimentatore 24Vdc non incluso. 24Vdc power supply not included. Alimentation 24Vdc non incluse. Netzgerät 24Vdc nicht enthalten.

Nobile Italia Spa
Viale Alexandre Gustave Eiffel, 100 isola P 21-24 - 00148 Roma, Italia - Tel. +39 06 65002524 r.a. - Fax +39 06 65002861 - info@nobile.it
Legal head office: Piazza di Spagna, 62 - 00187 Roma, Italia
Export Sales Department: Via Lavoratori Autobianchi, 1 20832 Desio (MB), Italia - Tel./Fax +39 03 62 17 90 030 - export.dpt@nobile.it Rev.06 07/2019

252/RGB

Code Nominal/lm W CCT Beam

252/RGB -- 9 -- 40°

2

Alimentatori da ordinare separatamente — Power supplies to be ordered separately - 

Unités d’alimentation à commander séparément — Netzgerät separat zu bestellen

A++ A+ A
40° Vdc

24
P
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DRIVER

NOT INCLUDED

Centralina di controllo e accessori da ordinare separatamente.

Control unit and accessories to be ordered separately.

Unités d’alimentation et gestion à commander séparément.

Netzgerät und Zubehöre separat zu bestellen.

Code W Vdc IP max n. apparecchi / max n. fittings

252/RGB

5788 25 24 IP67 2

5789 40 24 IP67 4

5782 60 24 IP67 6

5674 70 24 IP20 7

5673 70 24 IP67 7

5783 75 24 IP67 8

5784 100 24 IP67 10

5672 150 24 IP67 15

5675 150 24 IP20 15

74 mm
IK07 IP65

Controcassa in policarbonato inclusa.

Housing in polycarbonate is included.

Boîtier d’encastrement en plastique inclus dans l’emballage.

Einbaugehäuse in Kunststoff enthalten.
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